
How to perform the test
1.	 	    

Power to the equipment under test (EUT) must be switched to “OFF” position prior to testing. Turn 
EUT’s disconnect switch or upstream circuit breaker to “OFF” position.

2.	 Connect the test cable’s female plug to male plug on the DTS-2 test set.   
(Leave these plugs permanently connected for your convenience.)

3.	 Connect the cable’s alligator clips to the lugs as shown in the connections chart. Note: Depending 
on the configuration of the unit, some connectors may not be used. For example, Delta has no 
neutral; split-phase has no B-phase; therefore, these connectors will not be used. 
 

	 For safety, make sure unused clip connector is secured to its wire lead.
4.	 Connect DTS-2 power cord to a 120 V AC 50/60 Hz grounded power source.
5.	 Disconnect pin connectors from monitoring printed circuit board assemblies: Table below outlines 

which connectors to disconnect. Varies with unit monitoring option(s).
6.	 Switch DTS-2 power switch to the “ON” position.
7.	 Depress the corresponding mode selection pushbutton to select the desired test mode (A-N, B-G, 

N-G, etc.) 

How to measure RMS voltage with DTS-2
If all diagnostic test results are within tolerance, monitoring
functions may be undertaken. 
1.	 Power to the EUT must be switched “ON” prior to commencement of 

monitoring. Switch EUT’s disconnect switch or upstream circuit breaker to 
the “ON” position.

	
	      
	 The MON function indicating light is automatic.
	 Do not press POS or NEG buttons.
2.	 Depress the corresponding mode selection pushbutton to connect the 

desired monitor mode (A-N, B-G, N-G, etc.) for LCD display of RMS voltage. 
Note: Neutral-connected Wye units may be monitored L-N, L-G, N-G and L-L. 
Wye units without neutral connected may be monitored L-G and L-L. Delta 
units may be monitored L-L.

3.	 Upon completion of DTS-2 monitoring, switch EUT’s disconnect switch or 
upstream circuit breaker to the “OFF” position. Disconnect DTS-2 power 
cord from the 120 V AC grounded power source. Disconnect DTS-2 test 
cable from the EUT. Store test cable and power cord in the DTS-2 case.

4.	 If all diagnostic testing and monitoring results were within tolerance, 
secure EUT doors and switch power to EUT to the “ON” position.

Note: Neutral-connected Wye units may be tested L-N, L-G, N-G and L-L.  
Wye units without neutral connected may be tested L-G, L-L. Delta units  
may be tested L-L only. Depress the positive (POS) or negative (NEG) function pushbutton to 
generate test impulses for each applicable test mode.  
Note:The MON function indicating light will flash and testing will not be permitted if the EUT is 
not switched to the “OFF” position prior to commencement of testing.

8.	 Record positive and negative test results for each applicable mode  
on the DTS-2 signature card; include test date and technician initials.

Alligator clip lug connections

Alligator clip leads Connections Label

White Neutral N

Green Ground G

Black Phase A A

Red Phase B B

Orange Phase C C

Monitoring option
5-pin power

connector
20-pin ribbon 

 connector
3-pin ribbon  

connector
5-pin ribbon 

 connector

Smart light X X Select,
Select2,

SL3, onlyL1 – L2 X X

L3 X X

M1 – M2 X X

M3 – M6 X X X

Selenium-enhanced™ products — Select, Select2, Select3, XPplus, MP, DP, IND5000, IND4000

Voltage

Mode under test

L–N L–G L–G L–L N–G N–G

All Installed Uninstalled All Uninstalled Installed

120/208 170–250 170–250 220–280 340–500 220–280 <20

220/380 330–450 330–450 415–475 660–900 415–475 <20

277/480 410–570 410–570 510–570 820–1140 510–570 <20

347/600 490–730 490–730 685–765 980–1460 685–765 <20

ISB MOV-only product — EGPE, EGPE2, EGP, TransGuard, SF300, SF250, SF200, SF150, SF125, SF100, SF80, SF50, SF25, SBA, DPA, BPA, IND3000,  
IND2000, IND1000, ControlGuard, GuardBus

Voltage

Mode under test

L–N L–G L–G L–L N–G N–G

All Installed Uninstalled All Uninstalled Installed

120/208 221–299 221–299 221–299 451–610 221–299 <20

220/380 400–541 400–541 400–541 791–1070 400–541 <20

277/480 451–610 451–610 451–610 799–1081 451–610 <20

347/600 595–805 595–805 595–805 799–1081 595–805 <20

ISM thermally protected MOV-only products — PX3 and TransGuard3

Voltage

Mode under test

L–N L–G L–G L–L N–G N–G

All Installed Uninstalled All Uninstalled Installed

120/208 215–300 215–300 215–300 450–630 215–300 <20

220/380 450–630 450–630 450–630 800–1260 450–630 <20

277/480 450–630 450–630 450–630 800–1260 450–630 <20

347/600 595–805 595–805 595–805 1100–1610 595–805 <20

Select3 (SL3), TransGuard3 (TG3),
and PX3 systems

ISM (blue)

SF, MP, DP, Plus seriesEGP, EGPII, BPA, SBA
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We reserve the right to make technical changes  
or modify the contents of this document without  
prior notice. With regard to purchase orders the agreed 
particulars shall prevail. DEHN Inc. does not accept any 
responsibility whatsoever for potential errors or possible lack of 
information in this document.

We reserve all rights in this document and in the subject matter 
and illustrations contained therein. Any reproduction or 
utilization of its contents – in whole or in parts – is forbidden 
without prior written consent of DEHN Inc.  
Copyright © 2025 DEHN Inc.
All rights reserved
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